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1. Chemical product and company identification

Trade name: 75-64 CoWa protect

Techno-Service GmbH
Detmolder Str. 515, D-33605 Bielefeld

Information department: product security phone: ++49 (0) 521 92444-0
Phone-no of supplier for emergency information: ++ 49 (0) 521 92444-0

Use of the preparation: corrosion protection

2. Composition/information on ingredients

Chemical characteristics:
Mixture of different waxes , containing ester, corrosion additives, metal soaps
Dangerous ingredients:
Name     EINECS Weight %  Labelling 
Naphtha (petroleum), 
hydrodesulfurized heavy 265-185-4 25 – 50  Xn, N, R 10, 65, 66, 67, 51/53 
Solvent naphtha (petroleum),  
medium aliph.  265-191-7 2,5 – 10 Xn, R 10, 65 

3. Possible risks

Preparation is classified as hazardous in the sense of directive 1999/45/EC
To people:
Flammable. Repeated exposure may cause skin dryness or cracking
To environment:
Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.

4. First aid measures

In case of inhalation : fresh air        
In case of skin contact : rinse with water and soap 
After contact with eyes : rinse eyes thoroughly with water 
After ingestion : Do not induce vomiting. Danger of aspiration. Rinse out mouth with 

water and give plenty of water to drink. Summon physician. 

5. Fire-fighting measures

Suitable extinguishing media :foam, dry powder, carbon dioxide, water spray jet
Extinguishing media that must
not be uses : full water jet 
Special hazards from the sub- 

 stance itself, its combustion pro- 
 ducts or liberating gases : In the event of fire the following can be released: Carbon monoxide (CO) 

Canutec: 1-613-996-6666
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6. Accidental release measures

Precautions for person : Keep away from possible sources of ignition. 
Environmental precautions : Do not allow to enter canalisation / waterways / groundwater 
Cleaning/Take-up-processes : Soak up with absorbent material and placed in approved containers.

Dispose in accordance with federal, state and local environmental 
regulations.  

7. Handling and storage

Handling:
Instructions for safe handling : prevent the forming of vapours, ensure adequate ventilation
Storage:
Requirements for storage rooms: Keep container tightly close. Store under cold temperatures

8. Exposure controls / personal protection

Ensure good ventilation. This can be achieved by local suction or general air extraction.
If this is insufficient to maintain the concentration under the OES, MEL or MAK-values, suitable breathing
protection should be worn.
Ingredients with limiting values to be controlled:
Name    Type  mg/m³  ml/m³
Hydrocarbons, groupe 1 MAK 500 100 

Respiratory protection : wear respiratory protection if OES, MEL or MAK-value is exceeded 
 (EN 141) 

Hand protection : protective gloves made from nitrile, thickness: 0,8 mm, permeation 
  time: 120 min. (EN 374) 

Eye protection : wear suitable safety goggles in case of splash (EN 166) 
Additional information on hand protection: No tests have been performed. 
Selection made for preparations according to the best available knowledge and information on ingredients. 
In the case of preparations the resistance of glove materials cannot be calculated in advance so it has to 
be tested before use. 

9. Physical and chemical properties:

Form : liquid 
Colour : white 
Odour : characteristic 

Safe relevant data:
Boiling point : 135°C  
Melting point :   
Flash point : 41°C 
Autoignition temperature : 265°C 

Explosion hazard
lower explosion limit : 0.7 Vol.% 
upper explosion limit : 6.5 Vol.% 

Density : 0,85 g/ml (20°C) 
Solubility : insoluble 
pH value : no data available 
Vapour pressure : 4 hPa  (265°C) 
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10. Stability and reactivity

Hazardous reactions : No hazardous reactions known.  
Hazardous decomposition
products : Reactions with strong oxidising agents. 
Thermal decomposition : No hazardous decomposition products known. 

11. Toxicological information

Toxicological effects : no data available 
Sensitization : no data available 
Further information : classification according to calculation procedure 
Local effects : Irritation of eye and skin possible 

12. Ecological information

Behaviour in sewage plants : The product is insoluble in water.
  Do not allow to enter canalisation / waterways / groundwater. 

13. Disposal considerations

Advises : Dispose of in accordance with all local, state and federal requirements 

EC disposal code no. :  
For preparation : 12 01 12 

  Wastes from shaping (including forging, welding, pressing, …) 
 Spent waxes and fats 

For contaminated packing  
material  15 01 02 Plastic packaging 

14. Transport information

Land transport (GGVS/GGVE)
Class, number : 3,III 
UN-No. : 1993 
Technical name : UN 1993 FLAMMABLE LIQUID N.O.S. (Turpentine substitute) 
LQ : 7 

Sea transport (IMDG/GGVSee)
Class : 3 
Packing group : III 
UN-No. : F-E, S-E 
EMS-No.  : 3-07 
Technical name : UN 1993 FLAMMABLE LIQUID N.O.S. (Turpentine substitute) 

Aircraft transport (ICAO/IATA)
Class : 3 
Packing group : III 
UN-No. . 1993 
Technical name : UN 1993 FLAMMABLE LIQUID N.O.S. (Turpentine substitute) 
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15. Regulatory information

Data for labelling acc. GefStoffV/EC-regulations
Labelling :  
Hazard symbols : N Dangerous for the environment 
R 10 : Flammable 
R 51/53 : Toxic to aquatic organisms, may cause long-term adverse effects 

   in the aquatic environment. 
R 66 : Repeated exposure may cause skin dryness or cracking 
S 9 : Keep container in a well-ventilated place 
S 23 : Do not breathe vapour/spray  
S 51 : Use only in well-ventilated areas. 

National regulations
Water hazard class
(German only) : 2 (self-classification acc. to VwVws) 

hazardous to water 
VOC 1999/13/EC : 52,9 

16. Other information

Wording of the R-phrases specified in chapter 2 (not the classification of the preparation)
10: Flammable
51/53: Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
65: Harmful: may cause lung damage if swallowed
66: Repeated exposure may cause skin dryness or cracking
67: Vapours may cause drowsiness and dizziness

This information is based on our present state of knowledge. They describe our product in view of the requirements for safety. They do not assure of 
certain properties of the product. A legal relationship is not vested.  Duplication without changes of the original version is allowed. 




